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3rd Flush 
Port on 
5 mm

5 mm da Vinci, da Vinci S and da Vinci Si

	 Scrub

30 psi minimum 15 minutes minimum15cc prime minimum20 seconds minimum 
each port

�r���'�M�V�T�I Main Flush Port
20 seconds minimum 
30 psi minimum

�r���)�P�M�E �U�J�Q �E�P�X�O �B�O�E 
	 move wrist
�r���$�P�O�U�J�O�V�F �V�O�U�J�M �F�Y�J�U�J�O�H �X�B�U�F�S 
runs clear

�r���'�M�V�T�I �P�U�I�F�S �ó�V�T�I �Q�P�S�U�T
20 seconds minimum 
30 psi minimum

�r���$�P�O�U�J�O�V�F �V�O�U�J�M �F�Y�J�U�J�O�H water 
runs clear

�r�� �1�S�J�N�F Main Flush Port
15cc minimum pH-
neutral enzymatic 
cleaner

�r�� �)�P�M�E �U�J�Q �J�O �C�B�U�I while 
priming and immediately 
submerge

�r�� �3�V�O �V�M�U�S�B�T�P�O�J�D �C�B�U�I �G�P�S 
15 minutes minimum

�r�� �'�V�M�M�Z �J�N�N�F�S�T�F  
instruments

CAUTION: �%�P �O�P�U �F�Y�Q�P�T�F �J�O�T�U�S�V�N�F�O�U�T �U�P �I�Z�E�S�P�H�F�O �Q�F�S�P�Y�J�E�F �	�)2O2), 
bleach, or alkaline-based cleaning agents, as this  may result in 
instrument damage.

CAUTION: �1�S�P�M�P�O�H�F�E �F�Y�Q�P�T�V�S�F �U�P �F�J�U�I�F�S �V�M�U�S�B�T�P�O�J�D �D�M�F�B�O�J�O�H �P�S 
cleaning agents may result in instrument damage.

WARNING: For complete cleaning and sterilization instructions, precautions and warnings, refer to the Reprocessing Instructions (PN 550875), of which this wall 
chart is a subset, or to the applicable Instructions for Use.

PN 550716-01 Rev. A

WARNING: Read all instructions carefully.  Failure to properly follow 
instructions may cause improper functioning of the device.

WARNING: EndoWrist instruments should be handled and operated by 
trained personnel.  Handle instruments with care.  Avoid mechanical 
shock or stress that can cause damage to the instruments.

WARNING: The use of “�ash” sterilization is not recommended.

WARNING: Do not sterilize at temperatures over 285 °F or 
140 °C.

CAUTION: If water is 
not clear after repeated 
�ó�V�T�I�J�O�H�
 �D�P�O�U�B�D�U �$�V�T�U�P�N�F�S 
Service.

	 NOTE: Repeat Step 3 (Prime and
	 Ultrasonically Clean) and Step 4 (Flush) as 	
	 necessary if water does not run clear.

�r��Rinse outside
�r���3�J�O�T�F �X�I�F�S�F 
shaft enters 
housing

Repeat scrub per Step�3�F�Q�F�B�U �ó�V�T�I �Q�F�S
Step

Pre-vacuum Steam Autoclave Cycle

Recommended parameters:

�r��Pre-vacuum at 270-272 °F or 132-134 °C
�r���.�J�O�J�N�V�N �F�Y�Q�P�T�V�S�F �U�J�N�F�� �� �N�J�O�V�U�F�T
�r��Average dry time: 20 minutes

Following steam sterilization, allow all components to cool 
to room temperature. Sudden changes in temperature may 
damage the components.

�r���)�P�M�E �J�O�T�U�S�V�N�F�O�U �X�J�U�I 
tip up

�r���&�N�Q�U�Z �B�M�M  
water

�r���%�S�Z �U�I�F  
outside

	with a 
lint-free

	cloth

�r���-�V�C�S�J�D�B�U�F �U�J�Q �B�O�E �X�S�J�T�U �N�F�D�I�B�O�J�T�N
�r���6�T�F �B �Q�)���O�F�V�U�S�B�M�
 �T�U�F�B�N���Q�F�S�N�F�B�C�M�F instrument 
lubricant

�r���1�S�P�D�F�F�E �U�P �T�U�F�S�J�M�J�[�B�U�J�P�O

1 	 Flush2 	 Prime and Ultrasonically Clean3

	 Repeat Flush4 	 Repeat Scrub5 	 Rinse6

	 Dry7 	 Lubricate8

Location of Flush PortsAutomated Reprocessing Options

8 mm & 5 mm Instruments

8 mm & 5 mm Instruments

5 mm Instruments

Sterilization

2
1

H20

ENZ

Symbols

Water 

Flush Port

pH-Neutral Enzymatic Cleaner

Time in Seconds or Minutes

ENZ

H20H20

H20

8 mm/5 mm da Vinci S and da Vinci Si

Flush Port

Main Flush 
Port

8 mm/5 mm da Vinci

Flush Port

Main Flush 
Port

da Vinci SonicPro Medisafe SI PCF System

In the US Automated cleaning only Automated cleaning only
In Europe 
and select 
countries 

outside US

N/A Automated cleaning and  
thermal disinfection

See the Reprocessing Instructions (PN 550875) for further information.

WARNING: This device has not been validated for Sterrad®, EtO, Steris® 
or other sterilization methods.

�r���4�D�S�V�C �P�V�U�T�J�E�F
�r���4�D�S�V�C �J�O�T�U�S�V�N�F�O�U �U�J�Q
�r���.�P�W�F �X�S�J�T�U
�r���6�T�F �S�V�O�O�J�O�H �X�B�U�F�S
�r���6�T�F �T�P�G�U�
 �O�Z�M�P�O
	 bristled brush

We recommend a luer �tting 
attached to a �ltered water line 
(as shown).

The enzymatic bath should be close as possible to 113 oF or 
45 oC without exceeding the recommended temperature of the 
enzymatic detergent manufacturer.


